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ESLON® - DC ESD
PVC 401AS

 klar transparent

Spektrale Transmittanz

TECHNISCHE EIGENSCHAFTEN

Wellenlänge [nm]

Transm
ittanz [

%]
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UV-Bereiche gemäß DIN 5031  
UV-A 315nm  - 380nm  
UV-B 280nm  - 315nm  
UV-C 100nm - 280nm

Die Messwerte beziehen sich auf eine Plattenstärke von 3mm.

Transmittanzwert:  75  %  
Trübungswert:  4  %  
Brechzahl:  1,53

SEKISUI Chemical GmbH
Königsallee 106  |  40215 Düsseldorf |  Tel.: +49-(0)211 - 369770  |  Fax.: +49-(0)211 - 3697732  |  http://www.eslon-dc.de  |  eslondc @ sekisui.de
Die angegebenen Daten sind als Standardwerte zu verstehen; jedoch nicht als zugesicherte Eigenschaften Stand der Daten: 15.01.2019

ESLON DC          ESD

UV-A  315nm - 380 nm
UV-B  280nm - 315 nm
UV-C  100nm - 280 nm

1 4910 %

TRANSMITTANCE

ESD-Standard

AH081AS |  clear

ESD Hard Coat

ESLON®-DC ESD 
PMMA AH081AS

AH081AS |  smoked-grey

SEKISUI Chemical GmbH  |  Roßstraße 92  |  40476 Düsseldorf   |  Germany 
Phone +49 (0) 211 / 36 977 0  |  eslon@sekisui.de

If not otherwise mentioned all data refer to a sheet thickness of 3mm. All data show the typical values, no guaranteed values for specification purpose. Date of publication: 28.02.2023

All data refer to a sheet thickness of 3mm.
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DAYLIGHT  
380 - 780 nm

INFRARED
from 780 nm

UV-LIGHT
100 - 380 nm

3 %
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